
Bandpass Filter

Outline Dimensions：Unit ( mm)

Features
•good VSWR, 1.3:1 typ @ passband
•high rejection•small size 0.35" X0.35"
• shielded case
•aqueous washable
Applications
•base station
•harmonic rejection
•transmitters/receivers

HT-RBP-188+

50Ω 138 to 238 MHz

A 8.89 B 8.89 C 2.54

D 4.45 E 1.91 F 2.54

G 2.79 H 1.02 J 2.03

K 1.27 L 1.02 M 4.95

N 9.91 P 3.05 Q 9.91

R 1.78 wt 0.25

Maximum Ratings

Operating Temperature -40°C to 85°C

Storage Temperature -55°C to 100°C

RF Power Input* 0.25W at 25°C

Permanent damage may occur if any of these limits
are exceeded.

Typical Performance Data at 25°C

Frequency Insertion Loss VSWR
(MHz) (dB) (:1)

1 90.54 17371.78
70 50.37 144.77
92 31.06 48.26
96 27.49 38.61
104 20.16 22.00
112 12.69 10.62
120 6.15 4.01
126 3.28 2.04
138 1.70 1.16
188 1.32 1.34
238 1.73 1.26
252 3.14 2.20
263 6.73 5.27
278 13.48 13.60
296 20.81 24.48
315 27.14 34.07
325 30.00 37.77
500 55.97 72.39
2000 75.06 31.60
3600 38.61 28.96

Pad Connections

RF IN 2

RF OUT 6

GROUND 1, 3, 4, 5, 7, 8
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